
LEISURE BOATS



Dunop Hiflex is one of the market’s most established suppliers of
hydraulic fluid conveyance and industrial fluid conveyance

products and systems.

The manufacturing of hoses and couplings, for both high and low 
pressure, gives Dunlop Hiflex extensive knowledge of the products 
and enabels us to put forward suggestions for new solutions and

improvments for the industry.

Halmstad, Sweden





www.dunlophiflex.com
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REV.1.1

// DUNLOP HIFLEX HOSES ON LEISURE BOATS 

ENGINE INTAKE LINE

• 375AA • 375AA

FUEL FEED LINE

• 654AA BOAT

• 6E1AA • 47200

BILGE PUMP

WET EXAUST-VENT

• 6E1AA

SANITATION SYSTEM

• 202LL • 266LL

• 49WOE • 455LE

FOOD GRADE WATER LINE

WATER TANK FILL

• 492OO • 472OO

WATER TANK VENTFUEL VENT

FUEL FILL LINE

• 616AA

Phthalate & bisphenol A free

RINA approved

Minimum Bend Radius =
2 x Internal Diameter LLOYD’S approved

2004/1935 EC
2006/2023 EC

// ICONS 
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// HOSES

// 654AA BOAT NEWNEW Marine fuel 20 bar (300 psi) - Soft wall - Fire 
resistant
EU 2013/53 - ISO 7840 A1 - SAE J1527 A1/R1
Tube: black conductive NBR.
Reinforcement: high tensile textile braids.
Cover: black NBR/PVC - abrasion, ozone, hydrocarbon and fire 
resistant.
Application: marine fuel transfer. Also suitable for oxygenated 
fuels up to E10/B10. Specially designed for engine fuel feed 
applications.
Temperature: -20 °C +100 °C (-4 °F +212 °F)

Item 
Code

ID (mm) ID (in) OD (mm) WP (bar) BP (bar) BR (mm) Weight (kg/m)

2016414 6,0 1/4" 13,0 20 60 36 0,115

2016415 8,0 5/16" 15,0 20 60 48 0,170

2016416 10,0 3/8" 17,0 20 60 48 0,190

2016417 13,0 1/2" 20,0 20 60 78 0,235

2016418 16,0 5/8" 24,0 20 60 96 0,330

2016419 19,0 3/4" 27,0 20 60 114 0,405

2016420 25,0 1" 34,0 20 60 150 0,540

// 616AA BOAT NEWNEW Marine fuel 10 bar (150 psi) - Hard wall - Fire 
resistant
EU 2013/53 - ISO 7840 A1 - SAE J1527 A1/R2
Tube: black conductive NBR.
Reinforcement: high tensile textile cords with embedded steel 
helix wire.
Cover: black NBR/PVC - abrasion, ozone, hydrocarbon and fire 
resistant.
Application: marine fuel transfer. Also suitable for oxygenated 
fuels up to E10/B10. Specially designed for fuel fill port to fuel 
tank connection.
Temperature: -20 °C +100 °C (-4 °F +212 °F)

Item 
Code

ID (mm) ID (in) OD (mm) WP (bar) BP (bar) BR (mm) Vacuum %
Weight 
(kg/m)

Length (m)

2016653 32,0 1 1/4" 43,0 10 30 96 100,00 1,040 30,500

2016654 38,0 1 1/2" 49,0 10 30 114 100,00 1,220 30,500

2016658 51,0 2" 62,0 10 30 153 100,00 1,570 30,500
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// 6E1AA Marine exhaust - Hard wall
ISO 13363/2 A+B - SAE J2006/R2
Tube: black synthetic rubber - oil resistant.
Reinforcement: high tensile textile cords with embedded steel 
helix wire.
Cover: black synthetic rubber - abrasion and ozone resistant.
Application: marine wet exhaust. Also suitable for bilge pump 
connection. Special lightweight construction for maximum 
flexibility. Max 40% aromatic content resistance.
Temperature: -30 °C +100 °C (-22 °F +212 °F)

Item 
Code

ID (mm) ID (in) WP (bar) BP (bar) BR (mm) Vacuum % Weight (kg/m) Length (m)

2012364 25,0 1" 3 15 50 100,00 0,560 20,000

2012366 32,0 1 1/4" 3 15 64 100,00 0,700 20,000

2012368 38,0 1 1/2" 3 15 76 100,00 0,810 20,000

2012584 40,0 1 9/16" 3 15 80 100,00 0,850 20,000

2012588 45,0 1 3/4" 3 15 90 100,00 0,950 20,000

2012370 51,0 2" 3 15 102 100,00 1,060 20,000

2012592 63,0 2 1/2" 3 15 126 90,00 1,690 20,000

2012594 76,0 3" 3 15 152 90,00 2,010 20,000

2012598 90,0 3 1/2" 3 15 180 90,00 2,550 20,000

2012372 102,0 4" 3 15 204 90,00 2,870 20,000

2013403 127,0 5" 3 15 254 80,00 3,850 20,000

// 202LL Marine sanitary hose 7 bar (100 psi)
ISO 8099
Tube: white chlorobutyl - impermeable and odourless.
Reinforcement: high tensile textile cords with embedded steel 
helix wire.
Cover: white NBR/PVC - abrasion, ozone and hydrocarbon 
resistant.
Application: sanitary hose for marine installations. Designed 
for excellent kink resistance at tight bend radius and maximum 
flexibility. Top permeability resistance.
Temperature: -30 °C +80 °C (-22 °F +176 °F)

Item 
Code

ID (mm) ID (in) OD (mm) WP (bar) BP (bar) BR (mm) Vacuum %
Weight 
(kg/m)

Length (m)

2012399 19,0 3/4" 29,0 7 21 38 100,00 0,690 20,000

2013699 25,0 1" 35,0 7 21 50 100,00 0,870 20,000

2016148 38,0 1 1/2" 48,0 7 21 76 100,00 1,300 40,000

2013723 51,0 2" 61,0 7 21 102 100,00 1,690 20,000
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// 266LL Marine sanitary hose - PVC
Construction: white thermoplastic elastomer.
Reinforcement: white shock resistant rigid PVC.
Application: sanitary hose for marine installations.
Temperature: -5 °C +60 °C (+23 °F +140 °F)

Item 
Code

ID (mm) ID (in) WP (bar) BP (bar) BR (mm) Vacuum % Weight (kg/m) Length (m)

2001388 19,0 3/4" 8 24 75 70,00 0,300 30,000

2001054 25,0 1" 8 24 120 70,00 0,380 30,000

2001055 38,0 1 1/2" 6 18 170 70,00 0,580 30,000

// 375AA Hot water-car heater 10 bar (150 psi)
Tube: black EPDM.
Reinforcement: high tensile textile cords.
Cover: black EPDM - heat, abrasion and ozone resistant.
Application: general purpose-hot water. Specially designed for 
automotive heating systems.
Temperature: -35 °C +100 °C (-31 °F +212 °F)

Item 
Code

ID (mm) ID (in) OD (mm) WP (bar) BP (bar) BR (mm) Weight (kg/m) Length (m)

2005197 10,0 3/8" 17,0 10 30 100 0,230 50,000

2003769 13,0 1/2" 19,0 10 30 130 0,235 50,000

2003770 16,0 5/8" 22,0 10 30 160 0,280 50,000

2003771 19,0 3/4" 27,0 10 30 190 0,445 50,000

2004311 25,0 1" 33,0 10 30 250 0,570 50,000

// 49WOE Potable water 16 bar (240 psi) - HDPE
EU 10/2011 A+B+C+D2 eu
Tube: transparent PEHD
Reinforcement: high tensile textile cords.
Cover: blue synthetic elastomer
Application: Transfer of drinking water and liquid food.
KTW approved for drinking water.
Temperature: -15 °C +60 °C (+5 °F +140 °F)

Item 
Code

ID (mm) ID (in) OD (mm) WP (bar) BP (bar) BR (mm) Weight (kg/m)

2014326 13,0 1/2" 19,0 16 48 125 0,135

2014346 19,0 3/4" 26,0 16 48 210 0,220
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// 492OO General purpose food quality - PVC
FDA - AS 2070 - EU 10/2011 A+B+C
Tube: transparent PVC.
Reinforcement: high tensile textile cords.
Cover: transparent PVC with longitudinal red stripes - abrasion 
and ozone resistant.
Application: general purpose food quality. Sterilize with 5% 
soda solution.
Temperature: -5 °C +60 °C (+23 °F +140 °F)

Item 
Code

ID (mm) ID (in) OD (mm) WP (bar) BP (bar) Weight (kg/m) Length (m)

2005427 6,0 1/4" 12,0 20 60 0,110 50,000

2005431 8,0 5/16" 14,0 15 45 0,130 50,000

2005434 10,0 3/8" 16,0 15 45 0,155 50,000

2005437 13,0 1/2" 19,0 10 30 0,190 50,000

2005440 16,0 5/8" 22,0 10 30 0,225 50,000

2005442 19,0 3/4" 26,0 10 30 0,310 50,000

2005444 25,0 1" 33,0 10 30 0,450 50,000

// 472OO General purpose food quality S&D - PVC
FDA - AS 2070 - EU 10/2011 A+B+C
Construction: transparent PVC - abrasion and ozone resistant.
Reinforcement: steel helix wire.
Application: general purpose liquid food and alcoholic 
beverages suction and delivery - max 20% - Sterilize with 5% 
soda solution.
Temperature: -5 °C +60 °C (+23 °F +140 °F)

Item 
Code

ID (mm) ID (in) OD (mm) WP (bar) BP (bar) BR (mm) Vacuum %
Weight 
(kg/m)

Length (m)

2011483 10,0 3/8" 16,0 15 45 40 90,00 0,160 60,000

2011485 13,0 1/2" 19,0 7 21 52 85,00 0,195 60,000

2011489 16,0 5/8" 22,0 6 18 64 85,00 0,250 60,000

2005446 20,0 13/16" 27,0 5 15 80 85,00 0,330 60,000

2011495 22,0 7/8" 29,0 5 15 88 85,00 0,380 60,000

2005448 25,0 1" 33,0 5 15 100 85,00 0,515 60,000

2011497 30,0 1 3/16" 38,0 4 12 120 85,00 0,610 60,000

2005450 32,0 1 1/4" 40,0 4 12 128 85,00 0,650 60,000

2011499 35,0 1 3/8" 44,0 4 12 140 85,00 0,785 60,000

2005452 38,0 1 1/2" 47,0 4 12 152 85,00 0,810 30,000

// 078AI Propane-butane 10 bar (150 psi)
EN 16436-1 Class 2
Tube: black NBR.
Reinforcement: high tensile textile cords.
Cover: orange EPDM - abrasion and ozone resistant.
Application: propane and butane in vapour phase.
Temperature: -30 °C +70 °C (-22 °F +158 °F)

Item 
Code

ID (mm) ID (in) OD (mm) WP (bar) BP (bar) BR (mm) Weight (kg/m) Length (m)

2014535 6,3 1/4" 13,3 10 30 60 0,165 50,000

2014537 8,0 5/16" 15,0 10 30 80 0,195 50,000

2014539 10,0 3/8" 20,0 10 30 100 0,360 50,000
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// FLEXOR 8 SAE 100 R8 - EN 855 R8
Tube: polyester.
Reinforcement: one/two braids of aramid fiber.
Cover: abrasion, ozone and hydrocarbon resistant 
polyurethane, pin-pricked.
Application: high pressure hydraulic lines, fuel oil, antifreeze 
solutions, air and water.
Temperature: -40 °C +100 °C (-40 °F +212 °F) 
air max T = +70 °C (+160 °F)
Length: random
DH SCAN crimp short code: TP075

Item 
Code

ID (Dash) ID (mm) ID (in) OD (mm) WP (Mpa) BP (Mpa) BR (mm) Weight (kg/m)

1000295 4 6,0 1/4" 11,5 35,0 140,0 50 0,085

1000296 6 10,0 3/8" 15,5 28,0 112,0 60 0,135
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// CLAMPS

// I3LP1AS-W5
WORM GEAR CLAMP
Clamp - 1 bolt - SMS - W5 (Stainless steel 316)

Item 
Code

Width (mm) Hose OD Range (min) (mm) Hose OD Range (max) (mm)

2306844 9 8,0 14,0

2306140 9 10,0 16,0

2304183 9 13,0 20,0

2306846 12 15,0 24,0

2304031 12 19,0 28,0

2306847 12 22,0 32,0

2306848 12 26,0 38,0

2306141 12 30,0 45,0

2306849 12 32,0 44,0

2306850 12 38,0 50,0

// I3LP2PW-W5
PW-CLAMP
Clamp - 2 bolts - W5 (Stainless steel 316)

Item 
Code

Width (mm) Hose OD Range (min) (mm) Hose OD Range (max) (mm)

2307371 20 36,0 45,0

2304107 20 40,0 50,0

2304108 20 45,0 55,0

2304109 20 50,0 60,0

2304110 20 55,0 65,0

2304111 20 60,0 70,0

2304112 20 65,0 75,0

2304113 20 70,0 80,0

2304114 20 75,0 85,0

2304115 20 80,0 90,0

2304116 20 85,0 95,0

2306693 20 160,0 170,0

2304117 25 90,0 100,0

2304118 25 95,0 105,0

2304119 25 100,0 110,0

2304120 25 105,0 115,0
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// WE HAVE A WIDE RANGE OF COUPLINGS 
& CLAMPS FOR ALL TYPES OF APPLICATIONS



// DUNLOP HIFLEX SCANDINAVIA

// SWEDEN

HEADQUARTER 
DUNLOP HIFLEX AB
Seldonsvägen 2, Halmstad
+46 (0)104 14 44 00
info@dunlophiflex.se

BORLÄNGE
+46 (0)104 14 46 00
borlange@dunlophiflex.se

GÖTEBORG
+46 (0)104 14 45 40
goteborg@dunlophiflex.se

HALMSTAD
+46 (0)104 14 44 04
halmstad@dunlophiflex.se

LJUNGBY
+46 (0)104 14 45 20
ljungby@dunlophiflex.se

MALMÖ
+46 (0)104 14 45 00
malmo@dunlophiflex.se

NORRKÖPING
+46 (0)104 14 45 70
norrkoping@dunlophiflex.se

STOCKHOLM
+46 (0)104 14 45 80
stockholm@dunlophiflex.se

UMEÅ
+46 (0)104 14 45 30
umea@dunlophiflex.se

VÄXJÖ
+46 (0)104 14 45 10
vaxjo@dunlophiflex.se

ÖREBRO
+46 (0)104 14 45 50
orebro@dunlophiflex.se

// NORWAY

HEADQUARTER
DUNLOP HIFLEX AS
Jogstadsveien 39, Kjeller
+47 23 00 47 00
info@dunlophiflexno

BERGEN
+47 23 00 47 70
bergen@dunlophiflex.no

HARSTAD
+47 23 00 48 10
harstad@dunlophiflex.no

KRISTIANSAND
+47 23 00 47 50
kristiansand@dunlophiflex.no

OSLO
+47 23 00 47 00
oslo@dunlophiflex.no

STAVANGER
+47 23 00 47 60
stavanger@dunlophiflex.no

TROMSØ
+47 23 00 48 20
tromso@dunlophiflex.no

TRONDHEIM
+47 23 00 48 00
trondheim@dunlophiflex.no

ÅLESUND
+47 23 00 47 80
alesund@dunlophiflex.no

// DENMARK

HEADQUARTER 
DUNLOP HIFLEX A/S 
Kokbjerg 1A, Kolding 
+45 43 25 40 00
kundeservice@dunlophiflex.dk
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HEADQUARTER SCANDINAVIA
Dunlop Hiflex AB 
Seldonsvägen 2
301 62 Halmstad - Sweden
Tel +46 (0) 10 414 44 00 - info@dunlophiflex.se
www.dunlophiflex.se


